
R2104GF
S-FHSS/FHSS-2.4GHz system
(Auto Detection),
4-channel receiver

Compliance Information Statement (for U.S.A.)
This device, trade name Futaba Corporation of America, model number R2104GF, complies 
with part15 of the FCC Rules. Operation is subject to the following two conditions:
(1) This device may not cause harmful interference, and
(2) This device must accept any interference received, including interference that may cause 
undesiredoperation.
The responsible party of this device compliance is:
Futaba Service Center
3002 N Apollo Drive Suite 1, Champaign, IL 61822 U.S.A.
TEL (217)398-8970 or E-mail: support@futaba-rc.com (Support)

Thank you for purchasing the R2104GF receiver. 
The R2104GF is designed for use with the Futaba 
S-FHSS or FHSS system transmitter. The S-FHSS 
system has two(2) operation mode as shown below.

The "Normal mode" accepts any type of servos 
or the peripherals as the frame rate of the output 
is 13.6ms. The "High Speed mode" only accepts 
the digital servos, including BLS series, and most 
peripheral equipments such as the brushless ESCs. 

The frame rate of the outputs is 6.8ms.
Please pay special attention to the information 
contained within this manual and transmitter's 
manual in order to have a pleasant running/flying 
experience. 
The R2104GF is compatible with the S-FHSS or 
FHSS system transmitters as shown "Transmitter 
and Receiver Compatibility".
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Link Procedure
Each transmitter has an individually assigned, 
unique ID code. In order to start operation, the 
receiver must be linked with the ID code of the 
transmitter with which it is being paired. Once the 
link is made, the ID code is stored in the receiver 
and no further linking is necessary unless the 
receiver is to be used with another transmitter. 
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