
Model: Typhoon H welcome,Pilot 12:27 AM 12

VOLTS

GPS

SAT

POS

ALT

G-SPD

DIS

N/A

N/A

N/AE
N/AN 

N/AV

N/Am

N/A KPH

N/Am

System  SettingsPad Channel Settings Model Select

TASK    
CAMERA

GPS    
CALIBRATION

FOLLOW     
WATCH

ANGLE

G

Disabled

OBS

WB

ISO 32
1/250s

Auto

Auto

Lock

Sunny

Cloudy

Fluorescent

AWB

Incandescent

Sunset/sunrise

Model: Typhoon H welcome,Pilot 12:27 AM 12

VOLTS

GPS

SAT

POS

ALT

G-SPD

DIS

N/A

N/A

N/AE
N/AN 

N/AV

N/Am

N/A KPH

N/Am

System  SettingsPad Channel Settings Model Select

TASK    
CAMERA

GPS    
CALIBRATION

FOLLOW     
WATCH

ANGLE

G

Disabled

OBS

TAKE OFF

ST16 can store up to 20 pictures and 10 videos in internal storage for users to preview. If the limit is exceeded, 
the oldest photo/video will be erased from ST16 internal storage with the picture/video stored in SD card still exist.

Tap      icon on the left corner, a list of pictures/videos will show up. Picture/video list can be switched between 
each other through tapping                  icon. Slide the picture/video from right to left and tap delete, the picture/video 
will be deleted only from internal storage.

Users can experience Task functions with Advanced Mode off. Yuneec recommend to keep Advanced Mode off to 
avoid any maloperation on channel settings.

If Realsense Module is installed, please update to the latest version. And select RealSense module installed in 
other settings. 
With sustainable GPS signal, RealSense can be activated. The range meter will indicate the distance between 
aircraft and obstacle, and give out a warning alert meanwhile.
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GPS could be turned o� during �ight

Increase video connection speed 
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ST16 Firmware Update Version B22 What's New

Playback

Task functions

RealSense Module


